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OOppttiioonn  
OOrrbbiittaall  SShhaakkeerr  

 

AAggiillee,,  PPooppuullaarr  &&  IInnnnoovvaattiivvee  
 
For STX40 

General 
Orbital shaker with integrated auto-positioning for handler access. All functions required for access 
implemented autonomously. Driver compatible with non-shaker unity, no special commands required for 
plate handling. All sub functions autonomously implemented. 
 
 
Order information 
Orbital Shaking Option for STX40 Order Nr.
1mm Amplitude, 600 rpm max. 9118 12 24 
1mm Amplitude, 1200 rpm max. 9118 12 25 
3mm Amplitude, 600 rpm max. 9118 12 41 
6mm Amplitude, 400 rpm max. 9118 12 42 
 
 

Specifications 
 
 Amplitude Frequency 

 1 mm 0-600 RPM 

  0-1200 RPM 

 3 mm 0-600 RPM 

 6 mm 0-400 RPM 

 

Command Set 
Active Shaker (to be sent only once, not required after plate access) 
Deactivate Shaker (not required for plate access) 
Read Shaker Frequency 
Set Shaker Frequency 


	Option
	Orbital Shaker
	Agile, Popular & Innovative
	For STX40
	General
	Order information

	Specifications



